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FRONT / NORTH ELEVATION
SCALE: 14" = 1'-0"

LEFT SIDE / EAST ELEVATION
SCALE: 14" = 1'-0"

29704

TOP OF BEAM

FINISH FLOOR AT UPPER TERRACE

TOP OF PLATE

TOP OF PLATE

FINISH FLOOR / driveway

FINISH FLOOR
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5ROOF SLOPE
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FINISH FLOOR FINISH FLOOR

FINISH FLOORFINISH FLOOR

FOYER ROOF LINE BEYOND

45 DEG.

10'-0" MINIMUM
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0

"

DECROTIVE SPARK ARRESTOR

WRAP TOP OF CHIMNEY WITH
2 X SURROUND TYPICAL

DECROTIVE SPARK ARRESTOR

WRAP TOP OF CHIMNEY WITH
2 X SURROUND TYPICAL

SUB-FLOOR ACCESS

16" 2X SURROUND BAND

7/8" STUCCO TYPICAL

7/8" STUCCO TYPICAL

4 X 12 CORBEL'S
TYPICAL (9) PLACES

AT FRONT / NORTH ELEVATION

ILLUMINATED HOUSE ADDRESS 

12" X 18 Attic ventilation

class "a" fire retardant concrete tile roof typical
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finish floor

bottom of header

top of plate

1'-6"

typ.

7/8" STUCCO TYPICAL

1'-6"
typ.
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stacked stone
typical at garage

grade
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top of structure
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8
"

top of plate

8
"

4
"

1'-0"

typ.

vaulted at foyer

GARAGE #1 GARAGE #2 GARAGE #3

CONCRETE SURROUNDS TYPICAL

2 X CONCRETE KEY-STONE

TYPICAL (4) PLACES

7/8" STUCCO TYPICAL

class "a" fire retardant concrete tile roof typical

10'-0" MINIMUM

2
'-
0

" DECROTIVE SPARK ARRESTOR

3'-6" HIGH WROUGHT IRON 

GUARDRAIL TYPICAL AS SHOWN

NOTE: PROVIDE SUB-FLOOR AND ATTIC VENTILATION AT (1) S.F. OF VENTILATION PER 150 S.F. OF AREA TYPICAL
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4 X EXPOSED CORBELS AT 32" O/C typical at all eaves 

4 X EXPOSED CORBELS AT 32" O/C 

3'-6" HIGH WROUGHT IRON 

GUARDRAIL TYPICAL AS SHOWN

3'-6" HIGH WROUGHT IRON 

GUARDRAIL TYPICAL AS SHOWN

4" FURRED WALL

4" FURRED WALL

4" FURRED WALL

NOTE: PROVIDE SUB-FLOOR AND ATTIC VENTILATION AT (1) S.F. OF VENTILATION PER 150 S.F. OF AREA TYPICAL
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16" 2X SURROUND BAND

FINISH FLOOR

existing stuccoed cmu block wall

3'-6" HIGH WROUGHT IRON 

GUARDRAIL TYPICAL AS SHOWN

17'-2"

DECROTIVE SPARK ARRESTOR

typical at all eaves

1 2

b A
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a7.01 a7.00 a7.00
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CONCRETE SURROUNDS TYPICAL

3'-0"
CANTILEVER

BEAM PER PLAN

BEAM PER PLAN

furred steel columns

typical at rear terraces

FINISH FLOOR OF LOWER LEVEL

TOP OF BEAM/TOP OF PLATE
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ACCESS WITH
24" SQ. SUB-FLOOR

screened door

1'-0" SQUARE FURRED COLUMNS (4) PLACES

CONCRETE SURROUNDS TYPICAL AS SOWN

sub-floor screened ventilation 
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